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O u r  D O R A  c o l l e c t i o n  i s  O h  S o  C h i c !   O u r  u p - a n d -
coming young designer,  Ting,  drew the inspirat ion from 
her childhood.  She wanted to create a collection that was 
versatile,  interactive,  and fun.  With DORA, end users can 
really be a child again.  Have fun with the collection and 
hang it individually or in a cluster, in whatever position your 
heart desires.  Combined with cutting edge technology, the 
DORA is embedded in a CRI 90 LED luminance that gently 
distributes the light.  We conveniently offer three suspension 
methods:  pendant, chandelier, and circular suspension.

By  Chang, Ting Ting 張渟渟
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matt black copper chromeshiny brass

Dora  Pendant P1

Dora  Pendant P3

Model
SLD-1010P

Material
glass, steel

Material
glass, steel

Model
SLD-1010P3

Light Source
LED 6.5W 3000K CRI90 250lm

Light Source
LED 3 x 6.5W 3000K CRI90 678lm

Weight
1.2kg / 2.6lb

Weight
3.6kg / 7.9lb
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Driver
Built-in dimmable driver
 (Triac dimming)

Driver
Built-in dimmable driver
 (Triac dimming)
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C0/180 86.9°
C30/210 86.4°
C60/240 85.8°
C90/270 86.2°

AVERAGE BEAM ANGLE(50%):86.3 DE G
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matt black copper chromeshiny brass

Dora  Pendant PL5

Material
glass, steel

Model
SLD-1010PL5

Light Source
LED 5 x 6.5W 3000K
CRI90 1226lm

Weight
6.7kg / 14.8lb
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Driver
Built-in dimmable driver
 (Triac dimming)
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matt black

chrome

copper 

shiny brass

Color

0

30

60

90

120

150-150

-120

-90

-60

-30

UNIT:cd
C0/180 79.5°
C30/210 76.8°
C60/240 71.4°
C90/270 71.4°

AVERAGE BEAM ANGLE(50%):74.8 DE G
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matt black copper chromeshiny brass
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Dora  Pendant P12

Dora  Pendant PC12

Model
SLD-1010P12

Model
SLD-1010PC12

Light Source
LED 12 x 6.5W 3000K
CRI90 2495lm

Light Source
LED 12 x 6.5W 3000K CRI90 2495lm

Weight
19.9kg / 43.8lb

Weight
20.8kg / 45.8lb

Driver
Built-in dimmable driver
 (Triac dimming)

Driver
Built-in dimmable driver, ring 
height adjustable (Triac dimming)

35°

Material
glass, steel

Material
glass, steel
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Color
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C0/180 82.4°
C30/210 85.1°
C60/240 83.8°
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AVERAGE BEAM ANGLE(50%):82.4 DE G
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